
The specifications contained herein are based on a typical loomstate sample, and are accurate at the time of printing. 
Bradmill Outdoor Fabrics reserves the right to change the specification without notice. 
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PRODUCT INFORMATION 

 
10 230 DEHRSUTI  

Polyester-Cotton Medium Weight Dehrsuti for General Trade 
 

Finish: Loomstate Does not contain size 

 Scoured Fabric has been processed to remove cotton waxes. 
Natural cotton colour and fleck are still present. 

 Bleached ‘Whitened’ fabric (cotton waxes removed) 

Fibre content: Polyester-Cotton 

  

Weave: Double end semi-hopsack 

  

  Loomstate Scoured Bleached 

Mass (Nominal):
  

 230 g/m² 
(6.8 oz/yd²) 

240 g/m2 
(7.1 oz/yd2) 

230 g/m² 
(6.8 oz/yd²) 

      

Width (Nominal):
  

 191 cm 178 cm 178 cm 

  50 m 50 m 50 m 

Roll length:     
    
Typical Performance:    
    

 Strength: Breaking Force (N)  Warp: 1900 2200. 2100 

  (AS2001.2.3A)     Weft: 725 800 700 

  Tearing Force (N)  Warp: 130 100 90 

  (AS2001.2.10) Weft: 90 70 60 

 
End Use Recommendations: 

 10 230 dehrsuti has numerous end use applications.  Some suggested end uses include: 

  Furnishings 

 Window furnishings 

 Artist canvas (loomstate) 

 Curtain linings  
 

 

 
 
 
 
 
 
 


